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FOR DRUMS UP TO 200 LITRES

The drum press DP16 is designed for compression of oil drums and
other drums without explosive contents. It is suitable for drums up
to 200 litres.

The machine can reduce the volume of your waste with up to 90%.
You can easily stack and store the compressed drums on top of
each other, reducing the required space for storage considerably.

Spikes in the press plate

Space-saving
Reduces volume with up to 90%

For drums up to 200 litres

Puncture the drum and remove air

Large chamber

Wastech Engineering P/L
33 Wedgewood Road
PO Box 5094
VICTORIA 3803, Hallam
Tel. +61 3 8787 1600
Fax +61 3 8787 1650
sales@wastech.com.au
www.wastech.com.au

www.bramidan.com

DP16

Special Machines

1 Compress your empty drums. 2 Stack and store the com-
pressed drums. 3 The machine is suitable for oil drums and other
drums without explosive contents. 4 You are able to reduce the
volume of your drums with up to 90%.

Technical specifications

Press force (t)

Power supply

Motor (kW)

Noise level (dB)

Cycle time (sec)

Dimensions WxDxH (mm)

Weight (kg)

Filling opening WxH (mm)

Filling height (mm)

Chamber height (mm)

Stroke (mm) 985

Bale size WxDxH (mm)  -

Bale weight cardboard (kg)  -

Bale weight plastic (kg)  -

990

110

820 x 990

640

1090 x 1010 x 2890

45

70-75

4.0

3x400V 50Hz 16A

16


